N/F
DAVID A. FEDORONKO
&
JENNIFER §. OSBORNE
6 HOLLY LN
9-148

6,903.2 SF WETLANDS
DELINEATED IN THE FIELD
MARCH 24, 2020
BY ALEKSANDRA MOCH
CERTIFIED SOILAWETLAND SCIENTIST

088 T

@

N/F -
CRISANTO DE OLIVEIRA \\ ooy WD,
MIGUEL NUNO O Al
VIDAL GOMES FERNANDES e \ \ \
: N\
PATRICIA ANA AL A s \ \
275 MIDDLESEX RD - oy BT \
9-67 \\“ R
230

~

¥
i
v

6” PVC INSPECTION PORT CAPPED AT “Xy..*. ..
GRADE AT

BOTTOM ELEV. 100.2
INV. (X2) 101.0

2 UNITS CULTEC R—280 RETENTION
CHAMNERS

BOTTOM ELEV. 100.2

INV. 101.0

1 1/2” SCH 40 PVC FOOTING DRAIN

FORCE MAIN

SEDIMENTATION AND EROSION CONTROL NOTES
1. LAND DISTURBANCE SHALL BE KEPT TO A MINIMUM. PERMANENT STABILIZATION SHALL BE SCHEDULED AS SOON

AS FINAL GRADES ARE ESTABLISHED.
2. ALL DISTURBED AREAS SHALL BE FINE GRADED AND SEEDED WITH AN APPROVED SEED MIXTURE. COVER NEWLY
SEEDED AREAS WITH MULCH HAY OR SALT HAY.

3. ALL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE STANDARDS
AND SPECIFICATIONS OF THE 2002 CONNECTICUT 'GUIDELINES FOR SOIL EROSION AND SEDIMENT CONTROL'
HANDBOOK.

4, ALL CONTROL MEASURES SHALL BE MAINTAINED IN EFFECTIVE CONDITION THROUGHOUT THE CONSTRUCTION
PERIOD. CHECK AFTER EACH STORM EVENT.

5. ADDITIONAL CONTROL MEASURES SHALL BE INSTALLED DURING THE CONSTRUCTION PERIOD, IF REQUIRED BY TOWN
AUTHORITIES.

6. SEDIMENT DEPOSITS REMOVED FROM FILTER BARRIERS SHALL BE PLACED IN FILL AREAS OR SPREAD WHERE
THERE IS PROPOSED VEGETATIVE COVER. ANY SEDIMENT DEPOSITS REMAINING AFTER THE FILTER BARRIER IS
REMOVED SHALL BE FINE GRADED AND PLANTED ACCORDING TO PLAN.

7. THE SITE CONSTRUCTION CONTRACTOR IS ASSIGNED THE RESPONSIBILITY FOR IMPLEMENTING THIS EROSION AND
SEDIMENT CONTROL PLAN. THIS RESPONSIBILITY INCLUDES THE INSTALLATION AND MAINTENANCE OF CONTROL
MEASURES, INFORMING ALL PARTIES ENGAGED ON THE CONSTRUCTION SITE OF THE REQUIREMENTS AND OBJECTIVES
OF THE PLAN, NOTIFYING THE PLANNING AND ZONING OFFICE (AND/OR THE CONSERVATION COMMISSION) OF ANY
TRANSFER OF THIS RESPONSIBILITY AND CONVEYING A COPY OF THE EROSION AND SEDIMENT CONTROL PLAN IF THE
TITLE TO THE LAND IS TRANSFERRED TO A NEW OWNER.
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CLCB
TF:97.82'

INV SW:95.15'
INV S/N:94.35'

fE: 96.01"

43,776.5 SF
1.0 AC

PARCEL AREA:

/ 1,000

Undergrouns

Propane Tank

Stone Patio

CLCB
TF:100.32'
INV NE:97.82'
INV S/N:96.24'

E DURING CONSTRUCTION

COARSE PARTICLE SEPARATOR
INV. IN/OUT 101.6

DRIVEWAY DRAIN
GRATE 102.9
INV. 101.9

6" PVC ROOF LEADERS (S=0.01 MIN.)

8" SCH 40 PVC SLEEVE UNDER
PRIVEWAY

MUD ANTI TRACKING PAD DURING
C CLCB

NSTRUCTION  wioiu N
\ INV N:102.91"

INV S:103.74'

GRAPHIC SCALE

20 0 20 40
1 inch = 20 feet

GENERAL CONSTRUCTION NOTES:

1. CONSTRUCTION AND STRUCTURES SHALL COMPLY

WITH ALL MUNICIPAL

OR STATE REQUIREMENTS. ALL WORK SHALL BE CERTIFIED BY A
REGISTERED PROFESSIONAL ENGINEER, TO THE SATISFACTION OF THE

ENGINEERING BUREAU, THAT CONSTRUCTION IS IN ACCORDANCE WITH

THESE PLANS.

2. THE ENGINEERING BUREAU OF THE DEPARTMENT OF PUBLIC WORKS AND

THE ENGINEER OF RECORD SHALL BE NOTIFIED THREE DAYS PRIOR TO
THE COMMENCEMENT OF EACH PHASE OF CONSTRUCTION.

3; NO CERTIFICATE OF CONFORMANCE TO STANDARDS SHALL BE ISSUED

BY THE DESIGN ENGINEER IF PROPER NOTICE IS

NOT PROVIDED FOR

INSPECTIONS OR IF INSPECTIONS ARE NOT MADE PRIOR TO
BACKFILLING OF BELOW GROUND STRUCTURES AND APPURTENANCES.

4. SUBSURFACE STRUCTURES AND UTILITIES HAVE BEEN DETERMINED
FROM EXISTING RECORDS AND ARE NOT GUARANTEED TO BE COMPLETE
OR ACCURATE. IN ORDER TO AVOID CONFLICT OF THE PROPOSED WORK
AND EXISTING UTILITIES, THE CONTRACTOR SHALL LOCATE EXISTING
UTILITIES BY EXCAVATING TEST HOLES. IF THE CONTRACTOR DETERMINES

THAT A CONFLICT EXISTS, HE SHALL IMMEDIATLEY NOTIFY
THE ENGINEER, WHO WILL MAKE THE NECESSARY ADJUSTMENTS.

5. EXISTING PROPERTY AND UTILITY INFORMATION WAS TAKEN FROM A SURVEY BY
SILVA LAND SURVEYING LLC TITLED "ZONING LOCATION SURVEY OF PROPERTY
LOCATED AT 281 MIDDLESEX ROAD (AKA 4 HOLLY LANE)”, DATED MAY 12, 2020.

6. ALL SANITARY SEWER PIPE SHALL BE EITHER SDR-35 P.V.C. (ASTM
D—-3034) OR CLASS 52 DUCTILE IRON (ANSI A 21-51), AS

INDICATED ON THE PLANS, UNLESS OTHERWISE INDICATED.

PIPE SHALL HAVE RUBBER GASKET SLIP—TYPE JOINTS. INFILTRATION INTO
SANITARY SEWERS SHALL NOT EXCEED 150 GALLONS PER INCH OF PIPE

DIAMETER PER MILE OF PIPE IN 24 HOURS.

7. NO PIPE SHALL HAVE A BEND OF GREATER THAN 45 DEGREES.

THE CONTRACTOR SHALL NOTIFY "CALL BEFORE YOU DIG” AT 1-800-
922-4455, OR OTHER APPROPRIATE CONTACT POINT PRIOR TO START OF

CONSTRUCTION.

o

ALL UTILITY LOCATIONS ARE APPROXIMATE. IT IS THE RESPONSIBILITY OF THE

ALL SANITARY SEWER

CONTRACTOR TO CONFIRM THE LOCATION OF THE UTILITIES IN THE FIELD BY

WHATEVER MEANS HE DEEMS PRUDENT.

10.  THIS DESIGN CONFORMS TO APPLICABLE CODES AND ACCEPTED PRACTICE, NO

OTHER WARRANTY IS EXPRESSED OR IMPLIED.
11. TOTAL SITE AREA = 1.004 ACRES

LOCATION MAP
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BLANNING & ZONING

281 MIDDLESEX LLC

4 HOLLY LANE

STAMFORD, CONNECTICUT
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FAIRFIELD COUNTY ENGINEERING L.L.C.
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60 WINFIELD STREET, NORWALK, CONNECTICUT 06855
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